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INSTRUCTION MANUAL

Dragon 100 Blow Torch
New Star Environmental, Inc.

3293 Ashburton Chase NE

Roswell, GA 30075

Tel.:  770 998 0296

Fax: 770 998 9794

E-Mail: sales@NewStarEnvironmental.com
Web: www.NewStarEnvironmental.com

Important Notes!


Please indicate the following information on your spare part/repair order.


1.
Voltage of the instrument

2.
Serial number of the instrument

3.
A short description of the fault

Our policy is one of continual development and we reserve the right to amend specifications and dimensions without notice.

Dragon 100 Blow Torch

NOTE:
The Dragon 100 Blow Torch does not contain any butane gas when purchased. Follow the gas filling instructions to make it operational.

1. GAS FILLING AND REFILLING

a) Make sure the Torch is turned off before filling.

b) Shake the gas container a few times to warm the fuel up. Insert the container nozzle vertically down into the FILLING VALVE[image: image2.png]


. For best results, use a pumping action. (FIG.1)

c) When the gas starts to overflow, remove the container nozzle from the filling valve to stop the filling operation. Complete refilling takes approximately 40 to 50 seconds.

d) Allow a few minutes for the gas to stabilize.

*If gas still escapes from the Filling Valve after the refilling is completed, insert the container nozzle into the Filling Valve again. Move the nozzle slightly up and down, then remove from the valve until the leakage problem has been resolved.

2. IGNITION (FIG.2)
a) Turn the SAFETY LOCK[image: image3.png]


 to the upright position.

b) Make the notch on the AIR CONTROL SLEEVE[image: image4.png]


 coincide with the hole on the body.

c) Turn the GAS CONTROL KNOB[image: image5.png]


 slowly to the left. Gas will be heard escaping.

d) Press the IGNITION BUTTON[image: image6.png]


. The Torch will ignite instantly.

3. SHUT-OFF

Turn the GAS CONTROL KNOB[image: image7.png]


 to the right (clockwise) to turn off the flame. 

4. FLAME LENGTH ADJUSTMENT

Turn the GAS CONTROL KNOB[image: image8.png]


 to the left to increase the flame and to the right to decrease, or extinguish the flame.  

5. THERMAL POWER CONTROL (FIG.3)
Turn the AIR CONTROL SLEEVE[image: image9.png]


 either to the left or right to obtain the required temperature.  

NOTE: The highest temperature attainable will be approximately 2,372°F (1,300°C).

6. 
CAUTION:

a) Do not touch the FLAME GUARD[image: image10.png]


 when it is hot.

b) Keep out of the reach of children.

c) Butane gas is highly flammable, please handle with care.

d) Always point gas torch away from the eyes and body when igniting or operating.

e) Make sure the GAS CONTROL KNOB[image: image11.png]


 is firmly closed, the flame is completely extinguished and the SAFETY LOCK[image: image12.png]


 is locked after use.

f) Do not drop, puncture, incinerate, or expose to direct sunlight or temperatures above 122°F (50°C).
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